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STANDARD SINGLE RAM PIT JACKS 

AVAILABLE AS 

Fully manual operation 
▪ Single acting system 

▪ Approach + lift the load by manual pump 

▪ Descend under its own weight 
 

Semi automatic 

▪ Double acting system: fast approach and descend 

with the help of compressed air 

▪ Lift the load by manual pump 
 

Fully automatic 

▪ Double acting system: fast approach and descend 

with the help of compressed air 

▪ Lift the load by air operated pump 
 

TECHNICAL SPECIFICATIONS 

▪ Minimum height retracted: 1100 mm 

▪ Stroke: 780 mm 

▪ Maximum operating pressure: 10 bar 
 

Supplied as standard with saddle, anti-tilt system and lever if manual or semi-automatic 

Carriage always custom made according to the dimensions of the pit, and equipped with small wheels 

(Ø70mm) or large wheels (Ø100mm) 

 

ARTICLE NO JACK ARTICLE NO CARRIAGE CAPACITY TYPE OF OPERATION PISTON ROD 
DIAMETER 

          

HB04 W04 4 tonnes manual operation 40mm 

HA04 W04 4 tonnes semi automatic 40mm 

VA04 W04 4 tonnes fully automatic 40mm 

          

HB08 W08 8 tonnes manual operation 60mm 

HA08 W08 8 tonnes semi automatic 50mm 

VA08 W08 8 tonnes fully automatic 50mm 

          

HB15 W15 15 tonnes manual operation 70mm 

HA15 W15 15 tonnes semi automatic 60mm 

VA15 W15 15 tonnes fully automatic 60mm 

          

HA20 W20 20 tonnes semi automatic 70mm 

VA20 W20 20 tonnes fully automatic 70mm 

          

HA30 W30 30 tonnes semi automatic 80mm 

VA30 W30 30 tonnes fully automatic 80mm 

          

Jan
Färgmarkering
VA15 W15 15 tonnes fully automatic 60mm 


